20001209.ba v03_n055.bam.20001209

>From ???@??? Sat Dec  9 20:32:12 2000 -0600
Date: Sat,  9 Dec 2000 20:29:55 CST
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 3055
Message-Id: <20001210033052.938275F25@devel43.theporch.com>

			    BOATANCHORS Digest 3055

Topics covered in this issue include:

  1) RE: RAF R 1132A ?
	by =?iso-8859-1?Q?Andr=E9_Guibert?= <aguibert@sympatico.ca>
  2) Re: so-called  Enigma bandit
	by Gary Woods <gwoods@albany.net>
  3) Variable loudspeaker damping
	by "McGregor" <cbmcg@home.com>
  4) Need Isolation Transformers
	by David Jordan <wa3gin@erols.com>
  5) DM-36 Dynamotor
	by PLT1032@aol.com
  6) Collins 75A4 Junker
	by Robert Kemp <rkemp@mr.net>
  7) Hallicrafters parts FS
	by jackiv@juno.com
  8) Federal, Mackay, what?
	by "Bob Nickels" <ranickel@mwci.net>
  9) Wanted: Rotary Coax Switch
	by William Donzelli <aw288@osfn.org>
 10) [Fwd: Polarity of Oil-Filled caps?]
	by James Hanlon <knjhanlon@qwest.net>
 11) [Fwd: Doghouse sighting]
	by James Hanlon <knjhanlon@qwest.net>
 12) National paint color question
	by Mike Steussy - AE4R <hikrbikr@erols.com>
 13) HW-16 article in CQ magazine
	by Mike Steussy - AE4R <hikrbikr@erols.com>
 14) Re: Polarity of Oil-filled caps?
	by jackiv@juno.com
 15) JOHNSON MATCHBOX  FS
	by jackiv@juno.com
 16) WTB: Daka-are crank knob (not 4:1 type)
	by Joe Eide <jeide@execpc.com>
 17) Tubes gone.
	by William Donzelli <aw288@osfn.org>
 18) ADMINISTRIVIA: No More Reposts
	by listown@nanniandjack.com (Mail List Owner)
 19) Bendix Transmitter
	by "Charles DiCecca" <bc375@tiac.net>
 20) Re: GB> QRG
	by "Sandy Blaize" <ebjr@i-55.com>
 21) INVENTOR OF MAGIC EYE TUBE
	by JOHN.SEHRING@ecunet.org
 22) Tuning eye variations
	by Scott Robinson <spr@earthlink.net>
 23) An unusual and clever tuning eye circuit
	by Scott Robinson <spr@earthlink.net>

----------------------------------------------------------------------
Message-ID: <001801c06117$abb3c000$4815fea9@b1yhpg64>
From: =?iso-8859-1?Q?Andr=E9_Guibert?= <aguibert@sympatico.ca>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: RAF R 1132A ?
Date: Fri, 8 Dec 2000 08:04:56 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

                Bonjour to All
               Recently picked up this receiver in a sorry state, seems to
be for VHF, rack mount.
               The dial is similar to an old Weston or Power House very
large Meter but graduated in
               degrees(180) and no converting charts.
                Loooking for some background/purpose on this receiver.
                Andre

------------------------------
From: Gary Woods <gwoods@albany.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: midshires@cix.co.uk
Subject: Re: so-called  Enigma bandit
Date: Fri, 08 Dec 2000 12:24:10 -0500
Message-ID: <l3623tgen5lce7h5r31cs19ajtb3f8tefe@4ax.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

On Fri, 8 Dec 2000 10:22:37 -0000, you wrote:

>With respect, this is by no means the complete story. The complete story
>will come out only at the full hearing on 15th January, when according to Mr
>Yates, the name of the real thief will be revealed 


Many thanks!  This is a worthy sequel to Alan Turing's strange (and too
short) life.  

On a related, and marginally BA note, I notice that "Alan Turing-Enigma" is
now listed in the U.S. by Amazon, so I'll try to get my local bookseller to
get me a copy.

Cheers!

------------------------------
Message-ID: <000f01c0613f$85882560$6501a8c0@mcgregor-p100.home>
From: "McGregor" <cbmcg@home.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Variable loudspeaker damping
Date: Fri, 8 Dec 2000 09:51:41 -0800
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Bob Roehrig wrote:

>I had a Grommes amp that had a wirewound pot on the rear labelled
"damping

The trick to variable loudspeaker damping is to vary the effective
resistance in the circuit, using positive feedback.  A small current
sampling resistor is inserted between the bottom of the output transformer
secondary and ground (so it is in series with the speaker which has the low
side returned to ground, and has one end grounded).  The voltage generated
across this resistor is fed back via a low pass positive feedback loop,
creating a negative resistance effect at low frequencies.  As long as the
negative resistance is less than the dc resistance of the speaker plus the
transformer secondary, there is no oscillation problem. Technique was also
used by Heathkit and Fisher, perhaps others.
The effect of this adjustable damping is to improve bass responce of cheap
speakers - probably not of much benefit to boatanchorites as we really don't
want more speaker efficiency at 60 and 120 cycles!
A reference on this trick is "A new approach to loudspeaker damping" by
Warner Clements from Audio Engineering, August 1951 - reprinted in Audio
Anthology, Vol.2, currently available from most audiophool suppliers.

73 de
Chuck N7RHU

------------------------------
Message-ID: <3A314AED.C96F110D@erols.com>
Date: Fri, 08 Dec 2000 15:56:13 -0500
From: David Jordan <wa3gin@erols.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Need Isolation Transformers
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit


Need either UTC 73 or Triad N67A.  This transformer is 115/115 @
1.5amps.

Also need one 40uf at 500wvdc.

thanks,
dave
WA3GIN

------------------------------
From: PLT1032@aol.com
Message-ID: <b2.e3dae54.2762a846@aol.com>
Date: Fri, 8 Dec 2000 16:10:30 EST
Subject: DM-36 Dynamotor
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_b2.e3dae54.2762a846_boundary"
Content-Disposition: Inline


--part1_b2.e3dae54.2762a846_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

Anyone know what radio a DM-36 dynamotor is mated to?

Bob Lindgren

--part1_b2.e3dae54.2762a846_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_b2.e3dae54.2762a846_boundary--

------------------------------
Message-ID: <3A317517.4A0995AC@mr.net>
Date: Fri, 08 Dec 2000 17:56:07 -0600
From: Robert Kemp <rkemp@mr.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Collins 75A4 Junker
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

I'm in need of a Junker 75A4 (realize these are getting rarer and
rarer!).
Have a front panel, most of the chasis, but missing the tuning knob and
other items.  Would like to try and combine one or two to get one. 
Anything at all out there ?
Bob.

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@sco.theporch.com
Date: Fri, 8 Dec 2000 18:29:18 -0600
Subject: Hallicrafters parts FS
Message-ID: <20001208.182919.-238785.2.jackiv@juno.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit
From: jackiv@juno.com

In the parts bins I found some relays for the HT-32, some for the SR-150,
 a fan motor, nos for the HT-32 and a nos cord for the fan motor, the one
with the right angle plug and about 12 inches long.   AND for the ranger
gurus, some 10 mfd, 700v  electrolytics.  You will have to re-form them
as they have been on the shelf for a while <grin>  under ir maybe.
 Please reply direct.  thanks.
73s.
JACK IVERSON   ARRL   OOTC   RCA   IEEELM
                             TCA    QCWA    AMI   CCA
1110 N OLD MILL RD
PALATINE IL  60067
jackiv@juno.com

------------------------------
Message-ID: <003601c0617d$12683780$382fcfd1@hppav>
From: "Bob Nickels" <ranickel@mwci.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Federal, Mackay, what?
Date: Fri, 8 Dec 2000 19:12:01 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hi All,

I just acquired an interesting old receiver - model 128-AY - a 6-tube
regenerative type LF set, covering 15 to 650 Kc in 4 bands.   But I'm a
little puzzled by the nomenclature on it:

On the front panel nameplate, it says "Marine Radio Receiver, 128-AY, Mackay
Radio and Telegraph, Marine Division"

At the bottom of the front panel,  it says "Manufactured by Federal
Telephone and Radio, Newark NJ"

And inside, there is beautiful 'crossed-flag' Army Signal Corps label, which
says "US Army, Point of Embarcation".

Can anyone confirm my theory that Federal actually made the receiver for
Mackay, who sold it (among others)  - the Army?    I have the TM but haven't
deciphered the heritage yet.   Questions aside, the best thing about it is
the wonderful "boatanchor aroma" that has been somehow trapped inside ;-)

73, Bob W9RAN

------------------------------
Date: Fri, 8 Dec 2000 21:24:29 -0500 (EST)
From: William Donzelli <aw288@osfn.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Wanted: Rotary Coax Switch
Message-ID: <Pine.SUN.3.91-FP.1001208211553.17085K-100000@osfn.org>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

A special one at that, called SA-4/APA-1. This World War 2 Navy thing was 
a motor driven coax switch, used to give IFF sets some directional 
capability, by switching rapidly between two antennae and and connecting 
the multiplexed line to a receiver/IFF box. Additionally, it did the same 
with the receivers video signal, ready for the AM-6/APA-1 video amp (have 
that part!). All this is done in sync, as everything spins off the shaft
of the same motor.

SO go to the back shelves in your shack and look for a black wrinkle 
panel, about 6 by 8 inches, with lots of SO-239 coax sockets. 
Interestingly, it should _not_ be in a case or box - the motor and cables
are exposed.

William Donzelli
aw288@osfn.org

------------------------------
Message-ID: <3A31A836.CA66EDEB@qwest.net>
Date: Fri, 08 Dec 2000 20:34:14 -0700
From: James Hanlon <knjhanlon@qwest.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: [Fwd: Polarity of Oil-Filled caps?]
Content-Type: multipart/mixed;
 boundary="------------E3F0645D1D087ECDAE2BB6E8"

This is a multi-part message in MIME format.
--------------E3F0645D1D087ECDAE2BB6E8
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit



--------------E3F0645D1D087ECDAE2BB6E8
Content-Type: message/rfc822
Content-Transfer-Encoding: 7bit
Content-Disposition: inline

X-Mozilla-Status2: 00000000
Message-ID: <3A31113F.78FF83D6@qwest.net>
Date: Fri, 08 Dec 2000 09:50:07 -0700
From: James Hanlon <knjhanlon@qwest.net>
X-Mailer: Mozilla 4.72 [en] (Win98; U)
X-Accept-Language: en
MIME-Version: 1.0
To: boatanchors <boatanchors@theporch.com>,
 	4cx250b@miavx1.acs.muohio.edu
Subject: Re: Polarity of Oil-Filled caps?
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Jim,

You probably have gotten a dozen replies on this by now, but
if not ... oil-filled caps are bi-polar.  Connect 'em up any
way that is convenient.

Jim, W8KGI (old OSU analog EE)


--------------E3F0645D1D087ECDAE2BB6E8--

------------------------------
Message-ID: <3A31A84D.BBF800FB@qwest.net>
Date: Fri, 08 Dec 2000 20:34:38 -0700
From: James Hanlon <knjhanlon@qwest.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: [Fwd: Doghouse sighting]
Content-Type: multipart/mixed;
 boundary="------------C50AC005189FF22B3A8FDBB2"

This is a multi-part message in MIME format.
--------------C50AC005189FF22B3A8FDBB2
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit



--------------C50AC005189FF22B3A8FDBB2
Content-Type: message/rfc822
Content-Transfer-Encoding: 7bit
Content-Disposition: inline

X-Mozilla-Status2: 00000000
Message-ID: <3A310C29.5ECBFFCD@qwest.net>
Date: Fri, 08 Dec 2000 09:28:25 -0700
From: James Hanlon <knjhanlon@qwest.net>
X-Mailer: Mozilla 4.72 [en] (Win98; U)
X-Accept-Language: en
MIME-Version: 1.0
To: john <johnmb@mindspring.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Doghouse sighting
References: <3.0.3.32.20001207065049.00e43e08@mindspring.com>
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

John,

My '44 ARRL Handbook lists the 697 as having 6.3 volt heater and
230 volt, 75 ma output.  It is suitable for powering an HRO.  I'm
running my FB7A from it with an extra 2.5 volt filament
transformer.  I don't have the specs on the 5886.  Perhaps
someone else on the list or on the Millen reflector would.

Jim

john wrote:

> Jim, do you know which one is "right" for their VHF HF5?
> John
>
> At 08:20 PM 12/6/00 -0700, James Hanlon wrote:
> >I stopped by Associated Radio Communications while I was in
> >Kansas City on Monday, and I found three National Doghouse
> >power supplies on the back shelf.  There are two 697's and
> >one 5886.  They are closed, so I didn't have a chance to
> >look inside.  The store wants $75 a piece for them.
> >
> >Their QTH is 8012 Conser, Overland Park, KS 66204.  Their
> >phone is 913-381-5900, "orders" to 800-497-1457, FAX
> >913-648-3020.  Their e-mail is sales@associatedradio.com and
> >they may have a web site at www.associatedradio.com.
> >
> >I'm not "associated" with them in any way.  I just drop in
> >now and then when business takes me to Kansas City.  You may
> >remember them from their ads in QST a number of years ago.
> >They ran a picture showing sales shelves full of used
> >Collins gear and other goodies.  It sure doesn't look like
> >that now!
> >
> >73,
> >
> >Jim, W8KGI
> >
> >


--------------C50AC005189FF22B3A8FDBB2--

------------------------------
Message-ID: <3A317A95.5BC7@erols.com>
Date: Sat, 09 Dec 2000 00:19:34 +0000
From: Mike Steussy - AE4R <hikrbikr@erols.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: National paint color question
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Ahoy!  Please advise the list and me on the color paint needed to
repaint the cabinet for a National NCX-3 transceiver.  I gather it's the
same for the NCX-5, NCL-2000, and HRO-500.  The closest ALO'S Radio
Restoration offers in his on-line catalog is:  NATIONAL #600 NATIONAL
NC-155/270 "COSMIC BLUE."  I don't think it's the same.

Thanks and 73,
Mike Steussy  AE4R
Vienna VA

------------------------------
Message-ID: <3A317DDE.4170@erols.com>
Date: Sat, 09 Dec 2000 00:33:35 +0000
From: Mike Steussy - AE4R <hikrbikr@erols.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: prosolar@sssnet.com
Subject: HW-16 article in CQ magazine
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Ahoy, again!  There's a very nicely illustrated article in the December
2000 CQ on restoring a Heath HW-16 transceiver, by Mike Bryce  WB8VGE. 
His article is written to include those undertaking a first BA
restoration project and is mainly focused on resurrecting the power
supply.  A handy sidebar lists HW-16 reviews and mod articles in CQ and
QST.  Another lists where one can buy the schematic and replacement
parts.  The author promises more such articles in future issues, the
next one covering the HW-101.

73, Mike Steussy  AE4R

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Date: Sat, 9 Dec 2000 02:33:52 -0600
Subject: Re: Polarity of Oil-filled caps?
Message-ID: <20001209.023354.-238785.3.jackiv@juno.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit
From: jackiv@juno.com

HI Jim, it is very possible that one side of the cap has a higher
insulation rating to the can than the other.  If we were to use the color
code of the National Electric code, white would be the lower voltage
side. However, if we used the conventional Electronics code, black would
be the low voltage side. I think that I would lean to the former.     
jack  K0EWU


On Fri, 08 Dec 2000 07:24:15 -0500 "James C. Garland"
<4cx250b@miavx1.acs.muohio.edu> writes:
> Hi Gang,
> I have a 40uF/5kV oil-filled cap to upgrade the capacitor bank in a 
> 
> homebrew amplifier, and note that there's no obvious polarity 
> indicated on 
> the capacitor (one terminal is white, the other is black). Are these 
> caps 
> truly bi-polar? How are they constructed inside? You'd think that at 
> some 
> point in the past 45 years I'd have taken one apart, but not so!
> 73,
> Jim W8ZR
> *************************
> James C. Garland, President
> Miami University
> http://www.muohio.edu/president/
> *************************
> 
> 

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Date: Sat, 9 Dec 2000 10:38:14 -0600
Subject: JOHNSON MATCHBOX  FS
Message-ID: <20001209.104843.-186781.4.jackiv@juno.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit
From: jackiv@juno.com

This is the smaller match box with the vswr meter and external sampling
device. Was opened up and solder joints checked and all harware checked. 
Internal relay has a jumper to allow transcieve operation without using
the t-r relay. It has a small scratch at the rear of the top. Front panel
excellent..........
  With manual copy-$130.00 plus shipping of your choics

------------------------------
Message-ID: <3A326503.5338B1E8@execpc.com>
Date: Sat, 09 Dec 2000 10:59:47 -0600
From: Joe Eide <jeide@execpc.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: WTB: Daka-are crank knob (not 4:1 type)
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Hello gang,

I am looking for a black DakaWare knob with a metal crank handle (no
skirt).

This is the same size as the main tuning knob used on the 32V, 75A, 51J,
etc series radios.

I have a picture of the knob at the following site:

http://www.execpc.com/~jeide/e-bay/knob1.jpg

Can anyone help me please?

Thanks for reading this,

Joe Eide - KB9R
Eau Claire, WI

------------------------------
Date: Sat, 9 Dec 2000 12:52:11 -0500 (EST)
From: William Donzelli <aw288@osfn.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Tubes gone.
Message-ID: <Pine.SUN.3.91-FP.1001209125141.19587O-100000@osfn.org>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

That's all, folks, for now.

William Donzelli
aw288@osfn.org

------------------------------
Message-Id: <200012091915.eB9JF0G28692@osr506.nanniandjack.com>
From: listown@nanniandjack.com (Mail List Owner)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ADMINISTRIVIA: No More Reposts
Date: Sat, 9 Dec 2000 11:15:00 -0800 (PST)

Gang-

This is a reminder that reposting of For Sale or Wanted items from
other internet sources (lists and auctions) is discouraged....
nay prohibited on the BoatAnchors list.

If a BA list member wants to post the item elsewhere and on the BA list,
that creates NO problem. What we are trying to avoid are "seen on EBay"
or "prime rig on xxx list" type posts... Very few BA members limit their
searching to just the BA list!

The problem comes when the poster in the other venue is not asked about
the re-post... without the permission of the poster, problems are
guaranteed, and I do not have the time, the energy, or the desire
to address and deal with the headaches that re-posting causes... I'll
grant you that folks in other venues need to be re-calibrated, but I do
NOT want to referee! ;^)

So, henceforth, let's have NO re-posts from other sources referred to 
the list. Yes, I know this may sound pretty provincial, but those who 
really care have browsers and know where to look, and those who don't, 
probably don't....

I do NOT need the aggravation of someone who posts to a newsgroup and 
then has to fight off the hungry folks from the BA list who want to 
rearrange his viewpoint or calibrate his selling technique.

ENOUGH! Already... Just don't do it!
--
73
Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - -
listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose"
     "Il n'y a que les idiots qui ne changent jamais d'idee"
Sat Dec 9 11:15:00 PST 2000

------------------------------
Message-ID: <004e01c06213$fde64080$6e5a2026@bc375.tiac.net>
From: "Charles DiCecca" <bc375@tiac.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Bendix Transmitter
Date: Sat, 9 Dec 2000 14:12:06 -0500
MIME-Version: 1.0
Content-Type: multipart/alternative;
	boundary="----=_NextPart_000_004B_01C061EA.02CB66E0"

This is a multi-part message in MIME format.

------=_NextPart_000_004B_01C061EA.02CB66E0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable

An inquiry for help from the group.
I have an intact bendix TA-3B transmitter. Nothing like the TA-12.
Best described as a smaller GO style with three upright units side by =
side with the PS in the middle.
It requires The MP-10 dynamotor supply that I do not have and am looking =
for.=20
Does anybody know of this unit, what its history might be or where I =
could find a manual or PS for it?
Any help would be appreciated.
Charlie KA1GON

------=_NextPart_000_004B_01C061EA.02CB66E0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

------=_NextPart_000_004B_01C061EA.02CB66E0--

------------------------------
Message-Id: <200012092156.PAA06352@exit1.i-55.com>
From: "Sandy Blaize" <ebjr@i-55.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: GB> QRG
Date: Sat, 9 Dec 2000 15:49:24 -0600
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit


> >From the posts so far, I gather...
> 1. No one objects to moving the QRG.
> 2. The present QRG is sandwiched between PSK31 and several
> midwestern net freqs - one of very few worst possible places
> from 3500 to 3600.
> 3. A preference to move down slightly rather than up. A slight
> move is probably better for the old time Txs than a big move
> as it won't affect Tx tuning, tuners or antenna setups.
> 4. A caution to avoid choosing a QRG based on the availability
> of cheap or plentiful xtals, as this is what got us in the
> present fix. Law of Unintended Consequences and so forth...
> If we ever pick a new QRG, we can get all the cheap xtals
> we want from Bruce at K and M Mfg.
> 
Sounds good.  We need to avoid 3555-3565 window.  That's home for 
FISTS (3558 plus/minus) and QRP (3560 plus-minus).  Several OT's
use 3540.  I would suspect 3545-3555 or 3565-3575 area would be
a good place to settle down.  We might do some montoring at night
and see what is "clear".  My first random "pick" would be 3550?

73,
Sandy Blaize, W5TVW
"In the heart of Pumpkin Center, LA"

------------------------------
Date: Sat, 9 Dec 2000 18:38:46 -0500 (EST)
Message-Id: <200012092338.eB9NckU32062@ecunet.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: INVENTOR OF MAGIC EYE TUBE
From: JOHN.SEHRING@ecunet.org

To: boatanchors@theporch.com

I just love "magic eye" tubes, ever since I was a kid, parents' Magnavox
had one, fascinating!

I even remember a twin version of it, a 6AL7 (I believe, am not home, can't
check).  Had side by side "eyes", not as groovy as a 6E5 though.

I have just found out that Allen B. DuMont invented the magic eye in 1930.
He had been doing research on improving the life of phosphors in CRT's.
The only other makers of CRT's were the Germans; they were only getting
25-30 hours per tube.  Allen got thousands.  He felt that TV and o'scopes
were a'comin' so put his efforts there.

He sold patent for magic eye to (who else) RCA in 1932 for $20,000, a lot
of dough in those days.  He plowed the money right back into his company.

Strangely, RCA didn't release the eye for production until 1935.

I am proud to say I own DuMont AR-304 and AR-304R o'scopes in A1 shape.

Side note:  He hired Fred Link away from DeForest's company around 1930.
Link went on the produce early (first?) FM radios for communications use.
He equipped CT state police in 1939, maybe first such installation?

I once had a VHF-high band Link FM rcvr, used loctals if memory serves
correct.

 -John Sehring (12/09/00, temp. at RPSL MedCenter/Chicago) UCC WB0EQ

------------------------------
Message-Id: <v03007806b6587d53ff8e@[209.179.195.58]>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Sat, 9 Dec 2000 16:36:33 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Scott Robinson <spr@earthlink.net>
Subject: Tuning eye variations

Folks,

In addition to the well-known (to Americans) 6U5/6E5/1629 pattern, John
Sehring mentioned the 6AL7, designed for FM so that you could watch the
signal strength and discriminator centering simultaneously. US types inclue
the 6AD6G, with two independent blinkers on opposite sides.  It requires
one external triode per blinker, and the companion tube sas the 6AE6G, with
both sharp- and remote-cutoff triodes.

European types include notably the octal and now expensive EM34, which has
two blinkers of different sensitivities 180 degrees apart like a 6AD6G.
However, it has two built-in triodes.  EM11 and similar types have four
blinkers at 90 degrees, either all doing the sme thing or in different
sensitivities like an EM34 but in pairs.

In side-view 9 pin miniatures, they made a patern similar to a 6U5, but
also ones with identical patterns on each side as well as those that
illuminate a straight line with a gap in the middle (EM87, for instance).
Myabe because the phosphor is painted on the inside of the glass and
therefore better cooled, these last seem to stay bright much longer than
other types.  There are duals of this pattern, too, probably designed for
stereo tape recorders.

One of my favorites is the EM71, a loktal with a 6U5 pattern except that it
moved the cathode off-center so the active pattern can be twice as big.


I really like eye tubes, too.  They're way better than TV!



Scott Robinson
spr@earthlink.net

Junque is GOOD for you!

------------------------------
Message-Id: <v03007808b65899769bdf@[209.179.195.58]>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Sat, 9 Dec 2000 18:23:27 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Scott Robinson <spr@earthlink.net>
Subject: An unusual and clever tuning eye circuit

Folks,

I forgot to mention in my previous tuning eye message the unusual EFM11.
It contains a remote-cutoff pentode and an eye indicator.  Bear in mind
that European countris used to tax radios proportionally to the number of
tubes.

Teh detectgor output (AC and DC combined) is fed to the grid. The screen is
fed through a dropping resistor and bypassed to ground as usual.  The plate
is fed through a resistor and the capacitgor coupled to the volume control
and power amp.

So...what about the eye tube?  Well, its control electrode is connected to
the screen, whose voltage  of course varies depending on the detector DC
output.  Presto, audio gain with AVC applied and a tuning eye in one tube.

Cleverness is good stuff.

Regards,



Scott Robinson
spr@earthlink.net

Junque is GOOD for you!

------------------------------
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